
LinkSafe WiFi AC 1200 is a secure WiFi device developed by Lancs Networks,
suitable for households and business organizations. High performance
combined with smart and security features, the LinkSafe WiFi AC-1200
enables parents to control and protect their children from the threats of the
Internet, as well as helps business owners improve their employees'
productivity  through management, decentralized access to the Internet.

Outstanding features of LinkSafe WiFi AC-1200:
+ Support full network functions.
+ High speed wireless network  (300 Mbps 2.4GHz and 900 Mbps 5GHz).
+ Manage Internet services and guest networks.
+ Traffic control.
+ Simple, easy to manage, configure and use.

High speed connection

Internet connection
with high speed and
without interruption

(Mesh WiFi).

Protect your network
with firewall

technology and Zero
Trust.

Deliver updates,
analytics, alerts, and

centralized management
in the cloud.

Strictly manage the
guest network and

separate it from the
main network. 

Manage access by time,
content, and user.

 

Easily configure the
device remotely using
the web interface or

the App.

Guest network Internet Service
Management

Secure information LinkSafe solution Simple configuration

LINKSAFE WIFI
AC-1200
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Interface 

LINKSAFE WIFI AC 1200 
DETAILED FEATURES

Wireless 

Networks 

Hardware 

Mesh WiFi 

WAN
LAN 

Buttons 

Standards 

WiFi Speeds 

WiFi Capacity 

Working Mode 

WiFi Encryption 

Mesh Standard 

WiFi Roaming 
Dual-band Retransmission 
Auto-Path selection 

Routing 
DHCP 
Network Address Translation 

IPTV 

WAN types 

Support 802.11s standard

Support EasyMesh R2 

Support 802.11k/v/r 

2.4GHz and 5GHz 

Support Band Steering 

 
1 x GE 
2 x GE 
WPS/Wi-Fi Button 
Power On/Off Button 
Reset Button 
12 V ⎓ 1 A 

Wi-Fi 5 
IEEE 802.11ac/n/a 5 GHz 
IEEE 802.11n/b/g 2.4 GHz
AC1200 
5 GHz: 867 Mbps (802.11ac) 
2.4 GHz: 300 Mbps (802.11n)
Dual-Band 
Router Mode 
Access Point Mode 
WEP 
WPA 
WPA2 

Power

IPv4; IPv6 
Static Routing 
DHCP Client / Server 
Port Forwarding 

IGMP Snooping 

Dynamic IP; Static IP; PPPoE 
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Security 

Management 

Network Security 

VPN server 

Troubleshooting 

Firmware Upgrade 

Auto Provisioning 

Advanced
Security 

Local Management 

Remote Management 

 
Webpage 

LinkSafe Webpage, LinkSafe App

Ping command 
Traceroute command 

WebUI Upgrade 

Actived by LinkSafe License 

DETAILED FEATURES
LINKSAFE WIFI AC 1200 
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SPI Firewall 
Domain Filter 
OpenVPN 
PPTP 
Actived by LinkSafe License 
- User Profile & Authentication 
- App/Web & Category Filtering 
- Time Controls 
- Traffic Management 
- Scenario & Policy 
- Safe Surf 
- Anti Malicious/Phishing 


